Ground Telemetry - 0
TMTC.EV_TC_START_SERIAL_TM

TMTC.EV_TC_STOP_SENSOR_TM

~

TMTC.EV_TC_START_SENSOR_TM

( entry / postD(TMTC.EV_SEND_HR_TM)
postD(TMTC.EV_SEND_SENS_TM)
exit / removeD(TMTC.EV_SEND_HR_TM)
TMTC.EV_TC_STOP_SERIAL_TM N removeD(TMTC.EV_SEND_SENS_TM)
s ”1 TMTC.EV_SEND_HR_TM / sendHRTM()
TMTC.EV_SEND_SENS_TM / sendSENSTM()
FLIGHT_EVENTS.EV_ARMED
FLIGHT EVENTS.EV LIFTOFF FLIGHT_EVENTS.EV_DISARMED
Y
Serial Debug Telemetry - 3 | Flight Telemetry - 1
entry / postD(TMTC.EV_SEND_HR_TM_OVER_SERIAL) entry /
exit / removeD(TMTC.EV_SEND_HR_TM_OVER_SERIAL) exit /
TMTC.EV_SEND_HR_TM_OVER_SERIAL / sendSerial TM()

~

Y

Sensor Telemetry - 2

entry / postD(TMTC.EV_SEND_SENS_TM)
exit / removeD(TMTC.EV_SEND_SENS_TM)
TMTC.EV_SEND_SENS_TM / sendSensorTM()




